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TPD

PASSACAVI DIVISIBILI PER CAVI  
CON E SENZA CONNETTORE

DESCRIZIONE

CARATTERISTICHE

PRODOTTI CORRELATI

DIMENSIONI

CERTIFICAZIONI

ll telaio divisibile della serie TPD permette il passaggio di cavi intestati e non, fino a 35mm di diametro. La 

chiusura laterale del telaio permette la tenuta antistrappo e la protezione all’acqua. Nella versione ATEX EX può 

essere utilizzato in zona 2 e 22 sec. IEC 60079-10

Materiale: PP + GF Temperatura: -40°C +155°C (statica) Guarnizione: Costampata

TGP
TGP E
TGP F
TGP S
TGP SM
TGP P

TGP V
TGG 
TGG A
TGG S
TGG SM
TGG P

TGG J
TGG JH
TPD H
TCD
TGA

   P

Ø6.3

32

B

H48
.5

L

Modello Codice Codice ATEX EX Dimensioni  
(L) x (H) x (P) [mm]

Apertura max.  
[mm]

Nr. Max 
Cavi Conf.

TPD Q 53641 53642 74 x 61 x 26,5 40 x 39 16 10

TPD 10 53583 53584 99 x 61 x 26,5 63 x 39 24 10

TPD 16 53586 53587 120 x 61 x 26,5 86 x 39 32 10

TPD 24 53593 53594 146 x 61 x 26,5 112 x 39 40 10

IP66 NEMA
12, 4X*

IK10 EN
62444

TE.CO. reserves the right to make changes to the products without altering the fundamental technical characteristics. Subject to management and coordination activities by Fangen S.r.l. All 
rights reserved. No part of this publication may be reproduced without the written consent of TE.CO. Tecnologia Commerciale S.p.A.

1 of 1

TE.CO. S.p.A. Via Achille Grandi, 1
40013 CastelMaggiore (BO), Italy
P.IVA IT01636081208 — Cod. Fiscale 03163100377

+39 051 6047311
sales@tecoit.com
www.tecoit.com

TFP

SCREW MOUNTING  
ANTI-TEAR CABLE COMBS

DESCRIPTION

FEATURES

RELATED PRODUCTS

DIMENSIONS

APPROVALS

TFP anti-tear cable combs can be used in electrical panels or equipments to keep cables in order. Using 

the TFP SPACER it is possible to create multi-level cable fasteners.

Material: PA Temperature: -40°C +140°C (static)

TFP SPACER
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Model Part Number L B Max. No. of Ca-
bles Packaging

TFP 39 53029 38.5 19.5 3

10

TFP 60 53030 59.5 43.5 4

TFP 70 53031 69.1 43.5 5

TFP 87 53032 86.5 68 6

TFP 103 53025 102.5 84 7

TFP 121 53026 121 102.5 8

TFP 140 53027 139.5 121 9

TFP 180 53028 180 157 12

EN
62444


