SERVICE M
LARGE GROMMETS

TGGJ
TGG JH

DESCRIPTION

TGG J grommets allow to install panel sockets directly onto the TPD series chassis.

FEATURES

Material: TPE - inserto PP + GF
Temperature: -40°C +110°C (static) / -40°C +55°C (static)

Pack-
Model Part Number Note aging
TGG J 12 53151 M12
TGG J 22 53152 22 mm d. panel sockets
TGG J 25 53153 M25
TG6G J 2xUSB2.0 53154 -
TGG J FP23 53155 Flange M23
38 mm square flange with
T66 J FQ20 53156 hole for M5
38 mm square flange with
T66G J FQ27 53157 hole for M23
1
TGG J HDMI 53158 -
DIVMIENSIONS TGG J RJ45cat.6 53159 -
TGG J USB3.0 53160 -
TGG J USB-C 53162 -
25 49
N | TGG JH HDMI 53165 -
N TGG JH RJ45cat.6 53166 -
S 8
TGG JH USB3.0 53167 -
% | —— R A
T6G JH USB-C 53168 -
APPROVALS RELATED PRODUCTS
NEMA ’ T TPD TPD 16M
IP65 12,4x Ecous o) m RoHS TPD 24M TPD RH
ULIAVE  rotisann o TPD 24-15 TPD RH50-90
TPD 24-90
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