SINGLE, DOUBLE, QUADRUPLE —
SMALL GROMMETS

TGP

DESCRIPTION FEATURES
TGP grommets allow cables, up 10 17 mm Material: TPE Temperature: -40°C +110°C (static)
section, to be routed inside TPD series.
The ATEX EX version can be installed in 2 and Part ATEX Min. Max. Max. Pack-
Model Num- EX Cable Cable No. of :
22 areas according to IEC 60079-10. ber Code | @Imm] | @Imm] | cables | 29'N9
TGP O 53223 53321 0 0 0
TGP2 53239 53337 3 1
TGP 3 53256 53353 3 4 1
TGP 4 53258 53355 4 5 1
TGP 5 53270 53367 5 6 1
TGP 6 53272 53369 6 7 1
TGP7 53274 53371 7 8 1
TGP 8 53276 53373 8 9 1
TGP 9 53278 53375 9 10 1
| TGP 10 53225 53323 10 n 1
TGP 11 53227 53325 " 12 1
TGP 12 53229 53327 12 13 1
TGP 13 53231 53329 13 14 1
TGP 14 53233 53331 14 15 1
TGP 15 53235 53333 15 16 1 10
TGP 16 53237 53335 16 17 1
TGP 2x2 53241 53339 2 2 2
TGP 2x3 53243 53341 3 3 2
TGP 2x4 53245 53343 4 4 2
TGP 2x5 53247 53345 5 5 2
TGP 2x6 53249 53347 6 6 2
TGP 2x7 53251 53349 7 7 2
TGP 2x8 53253 53351 8 8 2
TGP 4x2 53260 53357 2 2 4
TGP 4x3 53262 53359 3 3 4
TGP 4x4 53264 53361 4 4 4
TGP 4x5 53266 53363 5 5 4
TGP 4x6 53268 53365 6 6 4
DIMENSIONS TGP ASI 53280 1
TGP 2xAS| 53255 2
[ | TGP 0B 53224 53322 o] 0 o]
r.2—5.‘ 28 TGP 2B 53240 53338 2 3 1
TGP 3B 53257 53354 3 4 1
8[ o TGP 4B 53259 53356 4 5 1
o TGP 5B 53271 53368 5 6 1
TGP 6B 53273 53370 6 7 1
TGP 7B 53275 53372 7 8 1
TGP 8B 53277 53374 8 9 1
APPROVALS TGP 9B 53279 53376 9 10 1
TGP 10B 53226 53324 10 1 1
TGP 1B 53228 53326 1 12 1
TGP 12B 53230 53328 12 13 1
IP66 1';"2&* A=\ ;J ;TLP; ECOLAB 6] jdv\'f_ TGP 138 53232 53330 13 14 1
! ’ UL94-VO  msossszan TGP 14B 53234 53332 14 15 1 10
TGP 15B 53236 53334 15 16 1
RoHS @ TGP16B 53238 53336 16 17 1
sy TGP 2x2B 53242 53340 2 2 2
TGP 2x3B 53244 53342 3 3 2
TGP 2x4B 53246 53344 4 4 2
TGP 2x5B 53248 53346 5 5 2
RELATED PRODUCTS TGP 2x6B 53250 53348 6 6 2
TGP 2x7B 53252 53350 7 7 2
TGP 2x8B 53254 53352 8 8 2
D TPD 16M TGP 4x2B 53261 53358 2 2 4
X
T e ————
TPD 24-15 TPD RH
TPD 24-90 TPD RH50-90 TGP 4x5B 53267 53364 5 5 4
TGP 4x6B 53269 53366 6 6 4
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