DESCRIPTION

TGP E extended range grommets allow cables, from 3 to 15 mm section, to be routed inside TPD series.
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FEATURES
Material: TPE Temperature: -40°C +110°C (static)
. Max. No. of .
Model Part Number Min. Cable @ [mm] Max. Cable @ [mm] Cables Packaging
[ | TGPE 3-6 53283 3 6 1
TGP E 6-9 53285 6 9 1
10
TGP E 9-12 53287 9 12 1
TGP E 12-15 53281 12 15 1
| TGP E 3-6B 53284 3 6 1
TGP E 6-9B 53286 6 9 1
10
TGP E 9-12B 53288 9 12 1
TGP E 12-15B 53282 12 15 1
APPROVALS RELATED PRODUCTS
NEMA ) ULTYPE TPD TPD 16 M
IP66 12,ax WMl 12, 4X uv TPD 24M TPD L
! UL94-VD  sossan TPD 24-15 TPD RH
TPD 24-90 TPD RH50-90

COMPLIANT
—

TE.CO. reserves the right to make changes to the products without altering the fundamental technical characteristics. Subject to management and coordination activities by Fangen S.r.l. All
rights reserved. No part of this publication may be reproduced without the written consent of TE.CO. Tecnologia Commerciale S.p.A.
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