-
MODULAR ENTRY SYSTEMS

TPD16M

DESCRIPTION

TPD 16M modular splittable frame allows cables with and without connectors, up to 35 mm section, to
pass through cabinets.

FEATURES

DIMIENSIONS
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Material: PP + GF

Temperature: -40°C +155°C (static)

Gasket: Included

Stainless steel screws

Dimensions Max Opening Max. No. of .
Model Part Number (L) x (H) x (P) [mm] [mm] cables Packaging
TPD 16M 53591 120 x 63 x 25 86 x 40 32 10
TPD 16 M2 53588 120 x 115 x 25 86 x 92 64 1
TPD 16 M3 53589 120 x 167 x 25 86 x 144 96 1
TPD 16 M4 53590 120 x 219 x 25 86 x 196 128 1
APPROVALS RELATED PRODUCTS
NEMA . —_— Tep TePP TG P
IP54 ‘A5 Ecoun o) RoHS TGP E T6G T66J
12
UL94-vo _— TGPF TGG A TGG JH
TGPS TeGS TPD H
TGP SM TGG SM TCD
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TE.CO. reserves the right to make changes to the products without altering the fundamental technical characteristics. Subject o management and coordination activities by Fangen S.r.l. All
rights reserved. No part of this publication may be reproduced without the written consent of TE.CO. Tecnologia Commerciale S.p.A.
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