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TPD

PASSACAVI DIVISIBILI PER CAVI  
CON E SENZA CONNETTORE

DESCRIZIONE

CARATTERISTICHE

PRODOTTI CORRELATI

DIMENSIONI

CERTIFICAZIONI

ll telaio divisibile della serie TPD permette il passaggio di cavi intestati e non, fino a 35mm di diametro. La 

chiusura laterale del telaio permette la tenuta antistrappo e la protezione all’acqua. Nella versione ATEX EX può 

essere utilizzato in zona 2 e 22 sec. IEC 60079-10

Materiale: PP + GF Temperatura: -40°C +155°C (statica) Guarnizione: Costampata
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Modello Codice Codice ATEX EX Dimensioni  
(L) x (H) x (P) [mm]

Apertura max.  
[mm]

Nr. Max 
Cavi Conf.

TPD Q 53641 53642 74 x 61 x 26,5 40 x 39 16 10

TPD 10 53583 53584 99 x 61 x 26,5 63 x 39 24 10

TPD 16 53586 53587 120 x 61 x 26,5 86 x 39 32 10

TPD 24 53593 53594 146 x 61 x 26,5 112 x 39 40 10

IP66 NEMA
12, 4X*

IK10 EN
62444
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TPD RH

ROUND SPLITTABLE FRAMES 

DESCRIPTION

FEATURES

RELATED PRODUCTS

DIMENSIONS

APPROVALS

TPD RH round metrical threaded splittable frame allows cables with and without connectors, up to 35 mm 

section, to pass through cabinets. The ATEX EX version can be installed in 2 and 22 areas according to IEC 

60079-10.

Material: PP + GF Temperature: -40°C +155°C (static) Gasket: Included Locknut: Included
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Model Part Number ATEX EX Code Max Opening [mm] Thread Max. No. of 
Cables

Packag-
ing

TPD RH 25 53664 53667 25.5 M25 4

10TPD RH 32 53665 53668 32.5 M32 4

TPD RH 63 53666 53669 63.5 M63 16

IP66 NEMA
12, 4X*

IK10 EN
62444
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