MEMBRANE PLATES >,\V€

TPS 24

DESCRIPTION

TPS 24 membrane plates allow multiple cables without connectors to pass through cabinefts.
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FEATURES
Material: TPE Temperature: -40°C +110°C (static) For thicknesses from 1.5 o 2.5 mm
Model Part Max Opening Min. Cable Max. Cable h'l\ga);'f No. of Cables - Min/Max Packag-
Number [mm] @ [mm] @ [mm] - Cable @ [mm] ing
Cables
TPS 24/17 53701 112 x 36 max. +0.5 01 12.6 17 5 - max.10.5 ; 12 - max. 12.6
4 - max. 6.5; 5 - max.10.5
TPS 24/18 53703 112 x 36 max. +0.5 01 1641 18 5 - max. 12.6 ; 4 - max. 16,1
TPS 24/20 53705 112 x 36 max. +0.5 01 121 20 13 - max. 6.5; 7 - max. 121
16 - max. 6.5 ; 4 - max. 12.1 10
TPS 24/26 53707 112 x 36 max. +0.5 01 161 26 4-max.161; 2 - ASI
1-max.4.7;12 - max. 5

TPS 24/42 53709 112 x 36 max. +0.5 01 7.2 42 17 - max. 6.4 ; 12 - max. 7.2

TPS 24/48 53711 112 x 36 max. +0.5 01 6.5 48 48 - max. 6.5
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