DOUBLE MEMBRANE PLATES
WITH INTERNAL FRAME

TPS D24

DESCRIPTION

TPS D24 double membrane plates allow multiple cables without connectors to pass through cabinets. The
double membrane guarantees high IP protection. The ATEX EX version can be installed in 2 and 22 areas
according to IEC 60079-10.
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FEATURES
Material: TPE Temperature: -40°C +110°C (static)
Model Part ATEX EX Max Opening Min. Cable @ Max. Cable @ Max. No. No. of Cables - Min/ Packag-
Number Code [mm] [mm] [mm] of Cables Max Cable @ [mm] ing
TPS D24/14 53716 53734 112 x 36 2.8 22 14 10-28/6.5;4-145/22
TPS D24/15 53718 53736 112 x 36 6.8 12 15 15-6.8/12
8-28/6.5;4-44/97
TPS D24/16 53720 53738 112 x 36 2.8 22 16 2-86/162:2-145/22
6-28/6.5;6-4.6/10.2
TPS D24/17 53722 53740 112 x 36 2.8 16.2 17 5-86/16.2 10
12-28/6.5;7-44/97
TPS D24/25 53724 53742 112 x 36 2.8 12 25 6-6.8/12
TPS D24/32 53726 53744 112 x 36 2.8 12 32 21-28/65;8-46/102
3-6.8/12
TPS D24/42 53728 53746 112 x 36 2.8 6.5 42 42-28/65
APPROVALS RELATED PRODUCTS
ULTYPE TTS

IP66 12, 4x

A\ T 12, 4X ECOLAB
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TE.CO. reserves the right to make changes o the products without altering the fundamental technical characteristics. Subject o management and coordination activities by Fangen S.r.l. All
rights reserved. No part of this publication may be reproduced without the written consent of TE.CO. Tecnologia Commerciale S.p.A.

N2
7 TECO

10f1

TE.CO. S.p.A. Via Achille Grandi, 1 +39 051 6047311
40013 CastelMaggiore (BO), Italy sales@tecoit.com
P.IVA IT01636081208 — Cod. Fiscale 03163100377 www.tecoit.com



